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§ 194.05–21 Other regulated materials. 
(a) Other Regulated Materials (DOT 

Hazard Class ‘‘ORM’’) as chemical 
stores and reagents shall be governed 
by appropriate portions of subparts 
194.15 and 194.20 of this part. 

(b) Other Regulated Materials (DOT 
Hazard Class ‘‘ORM’’) which are not 
chemical stores and reagents shall be 
regulated by the appropriate portions 
of 49 CFR parts 172, 173, and 176. 

[CGD 86–033, 53 FR 36027, Sept. 16, 1988] 

Subpart 194.10—Magazines 
§ 194.10–1 Application. 

(a) The provisions of this subpart 
apply to the construction of integral 
magazines, magazine vans, and maga-
zine chests. 

(b) Loading, loading procedures, ship-
per’s requirements, and other features 
not related to the construction of mag-
azines shall be in accordance with the 
applicable provisions of 49 CFR parts 
173 and 176 and 33 CFR part 6 and parts 
121 to 126, inclusive. 

[CGFR 67–83, 33 FR 1151, Jan. 27, 1968, as 
amended by CGD 86–033, 53 FR 36027, Sept. 16, 
1988] 

§ 194.10–5 Type and location. 
(a) Integral magazines. (1) Magazines 

shall be of permanent construction lo-
cated below the freeboard deck and 
where practicable below the waterline. 

(2) Magazines shall not be located in 
horizontal proximity to or below ac-
commodation spaces. 

(3) Magazines shall not be located ad-
jacent to the collision bulkhead, nor in 
bearing with a bulkhead forming the 
boilerroom, engineroom, gallery, or 
other high fire hazard area boundary. If 
it is necessary to construct the maga-
zine in proximity to these areas, a 
cofferdam space of at least 2 feet shall 
be provided between the bulkhead or 
deck involved and the magazine. Such 
a cofferdam shall be provided with 
suitable ventilation and shall not be 
used for storage purposes. 

(b) Magazine vans. (1) Magazine vans 
may be installed on deck in a location 
protected from boarding seas. The loca-
tion selected shall not impair access to 
accommodations or other spaces nec-
essary to the safe working and naviga-

tion of the vessel and shall not be with-
in 15 feet of ventilation terminals 
emitting warm air or hazardous vapors, 
such as from galleys and pumprooms, 
or within 10 feet of any unshielded 
radio apparatus or antenna lead. 

(2) Magazine vans may be installed 
below decks in holds provided the hold 
location meets the location require-
ments for integral magazines. The 
cofferdam requirement of paragraph 
(a)(3) of this section is considered as 
fulfilled if the van is of steel construc-
tion. Holds so utilized shall not be used 
for stowage of other hazardous mate-
rials covered by 49 CFR parts 171–179. 
The stowage of other explosives or oxi-
dizing materials in the same hold is 
permitted in accordance with the re-
quirements of 49 CFR part 176. 

(c) Magazine chests. (1) Magazine 
chests shall be located on the weather 
decks in a position suitable for jetti-
soning the contents. 

(2) Magazine chests shall be set off at 
least 4 inches from decks and deck-
house. 

(3) Magazine chests shall not be lo-
cated within 15 feet of ventilation ter-
minals emitting warm air or hazardous 
vapors, such as from galleys and pump-
rooms. 

(4) Magazine chests intended for the 
stowage of blasting caps, detonators, or 
boosters, in addition to the require-
ments in this paragraph, shall not be 
stowed within 10 feet of any unshielded 
radio apparatus or antenna leads. 

[CGFR 67–83, 33 FR 1151, Jan. 27, 1968, as 
amended by CGD 86–033, 53 FR 36027, Sept. 16, 
1988] 

§ 194.10–10 Integral magazine con-
struction. 

(a) Magazines shall be of permanent 
watertight construction. Bulkheads 
and decks, including the deck over-
head, which are common with store-
rooms or workshops shall be of A–15 
construction as defined by § 72.05–10 of 
Subchapter H (Passenger Vessels) of 
this chapter. Flush construction shall 
be employed where practicable. 

(b) Where the shell or unsheathed 
weather decks form boundaries of the 
magazine spaces suitable approved in-
combustible thermal insulation shall 
be provided to prevent condensation of 
moisture. 
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